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Amendments to the Specification 

Please cancel the title of the invention and insert the following new title: 

- PATIENT- RECEIVING SURGICAL DEVICE - 

Please insert the following new heading and paragraph after the title of the invention: 

-- CROSS REFERENCE TO RELATED PATENT APPLICATIONS 

This patent application is a Divisional application of the US patent 
application Serial No. 09/799,343 entitled LIMB POSITIONING AND TRACTION 
DEVICE, filed March 6, 2001, in the name of the same inventor. 

Please replace the paragraph beginning at page 3, line 20, with the following rewritten 
paragraph: 

-The limb-positioning described herein is relatively easy to store and 
sterilize. It has a single fixation point and a plurality of joints with variable friction level 
so that a surgeon can position a patient limb without the aid of an assistant. Once 
positioned the device can be secured in that position. The device can accommodate 
limbs of varying weight. The device is designed so that if it is draped in a disposable 
drape and used with a disposable patient-receiving device no large part need be placed 
in the autoclave. This reduces the cool down times and lowers device inventory 
requirements since units need not be cycled through infection control. The device 
herein is adapted to be used with different patient-receiving surgical devices whereby 
the device can be used for shoulder, knee, ankle, elbow, hip and wrist surgery.- 
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Please replace the paragraph beginning at page 5, line 8, with the following rewritten 
paragraph: 

-Fig. 6 is a sectional view of the attachment portion of the limb-positioning 
and tract i on i nclud i ng a drap e dev i c e traction device including a drape similar to that 
shown in figure 5 but showing the detachable forearm tray detached from the mount;-- 

Please replace the paragraph beginning at page 6, line 5, with the following rewritten 
paragraph: 

-The full motion arm 12 is a stainless steel device with three points of 
motion that are locked and unlocked by a centrally located tensioning knob. The full 
motion arm 12 includes a distal arm 16, a connection arm 18 and an attachment arm 
20. Preferably the attachment arm 20 is a Clark post. The Clark post is a solid metal 
rod that allows the device to be attached to a standard operating room table via a Clark 
attachment. Between each pair of arms 16, 18 and 20 there is a joint which allows 
movement of one arm relative to the other. Between attachment arm 20 and 
connection arm 18 there is an attachment ball joint 22. Between the connection arm 18 
and the distal arm 16 there is a central joint 24 that has one degree of freedom and 
about which the arms can rotate 360 degrees. A post 25 extends outwardly from the 
central joint 24 and a tension adjustment knob 26 is removably attached to the post 25. 



